HS-MA 44

1-1/8” x44 x 30 mm

Sealed Bearings. Material :Alloy Top Cover And Cups
H:9.1mm Weight: 77.8¢g

Color.S.B. Black,Red, Blue, Ti, Gold, Paint White,

HS-RA418

1-1/8” x41.8x30.2mm, 45° x45°
Material :Alloy Top Cover
H:9.4mm ,Weight: 62.5g

HS-RA40

1-1/8” x 52x39.8mm

Sealed Bearings.1.5"Head Tube
Reduced to 1-1/8"Fork Tube Threadless
Headset,Material Alloy Top Cover,
Height 9.7mm,Weight: 88.2¢g

HS-RA41

1-1/8” x41 x 36° x 45°
Material :Alloy Top Cover
H:9.5mm ,Weight: 60.3g

HS-MA55

1-1/8” x44 x55x39.8mm

Sealed Bearings.1.5"Head Tube Reduced to
1-1/8"Fork Tube Threadless Headset,

Material Alloy Top Cover,

Height 9.5mm,Weight: 128.7g

Color S.B. Black,Red, Blue, Ti, Gold, Paint White

SC-ANP

DIA28.6/31.8/34.9mm

Height 13mm, Weight:25.8g

Finished Polished Anodized

S.B. Black,Red, Blue, Ti, Gold, Paint White ,

SC-M1

DIA28.6/31.8/34.9mm

Height 13mm, weight:47g (34.9mm)
Finished Polish Anodized

S.B. Black,Red, Blue, Ti, Gold, Paint White

SC-M2

DIA31.8/34.9mm

Height 21mm,weight:36g (34.9mm)
CNC machined

Finished Polish Anodized Red, purple

PS-332

Upper Supple stretch resistant synthetic leather, mesh, thermoplastic heel counter
Fastener 3 Velcro straps provides tight, secure fit
Sole Stiff nylon-fiberglass composite, TPU walk pad

Insole Washable ergonomic EVA
Compatibility SPD

MODEL:PS-332B(BLACK/SILVER(Word&Design),
PS-332S(SILVER/BLACK(Word & Design)

PS-M331 features. Streamlined alloy cage is suitable for
Upper Supple stretch resistant synthetic leather, mesh, thermoplastic heel counter S\?;?g?]?;z;d and off-road racing.
Fastener Forged microlock buckle allows easy adjustment during riding Size: 7éx78x1 42mm

BC-A02
Specification(patended)

Made of an alloy 6061 with strong and lightweight

Sole Stiff nylon-fiberglass composite, TPU walk pad

Insole Washable ergonomic EVA
Compatibility SPD

MODEL:PS-331B(BLACK/SILVER(Word&Design),
PS-331S(SILVER/BLACK(Word & Design)

PS-RTO1

Material: Micro soft pu+ breathable mesh

Outsole: Nylon + TPU

Shoe feature: Soft & durable synthetic pu upper with breathable mesh
Micro adjustable ratchet buckle system.

MODEL : PS-RT01W(SILVER/RED(Design))
PS-RT01B(BLACK/WHITE(Design))

PS-RTO2

Material: Micro soft pu+ breathable mesh

Outsole: Nylon + TPU

FP-110
Specification
-Innovative design to park all types of bicycles
-100% CNC machined aluminum construction
-Dual head (Schrader/presta) with bleed valve
-wood shaft

-Pine stand option

-Eatra-long hose (up to 120cm)
-Head storage seat

-Max Pressure:260 psi

Shoe feature: Soft & durable synthetic pu upper with breathable mesh
3 velcro closer easy to make wearing adjustment

MODEL : PS-RT01W(SILVER/RED(Design))
PS-RT01B(BLACK/WHITE(Design))

BICYCLE COMPONENTS
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PACOBIKE CO.LTD

80, Yuanlu Rd., Yuanlin, Changhua County 510,Taiwan
Tel:+886 4 8384342 Fax:+8864 8380736

E mail:paco@paco-bike.com
www.paco-bike.com




SP-A752BT

AL 7075,
Length: 350. 400,
two bolt micro adjustment

e
©27.2-31.6*400mm, o B
Weight: 2839 (31.6. *400mm) iaﬁé
v e s 2
) HB-MRA75 W
@0‘ ST-C61 ST-C14 HB-MFC i -
Us 6061 Aluminum 3D Cold Forged _ 7075 Aluminum Triple Butted
R 3K Carbon Bar Bore 31.8mm, 2014 Aluminum 3D Forged Full 3K Carbon Bar bore: 31.8 2
) Dia:28.6 mm 3K Carbon Bar Bore 31.8mm, Bar bore: 231.8 Width: 600mm*Rise:20mm*Bend:6°
/ { Ext:80mm/90mm/100mm Dia:28.6 mm, Width: 600/620mm*Bend:6° Weight:238g
T 110mm/ 120mm Ext:60mm/70mm/80mm/90mm Weight:135g Color: Paint White
H:38 mm,Angle:+10°/-10° 100mm/110mm/ 120mm,
Weight: 163g (100mm) H:38 mm,Angle:+6°/-6°,

Weight: 113g (100mm)

R
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HB-MRC ?
Full 3K Carbon _

Bar bore: 831.8 HB-DFA75 !
Width: 660/680mm AL.7075

Rise:25mm*Bend:6° D.B.RISE: 25 mm *31.8*790mm
Weight:169g S.B.Black, Blue, Red,Purple

M

ST-AG1 ST-A61W/

6061 Aluminum 3D Cold Forged, 6061 Aluminum 3D Cold Forged, =

Bar Bore 31.8mm,Dia:28.6 mm Bar Bore 31.8mm,Dia:28.6 mm et

Ext:60mm/80mm/90mm H:38mm ,Ext:90mm-120mm,

100mm/110mm/ 120mm, Angle:+10°/-10°
H:38 mm,Angle:+10°/-10°, weight: 160g (100mm)
SP-A61FC Weight: 157g (100mm) Color : White HB-MFA75
SP-RC 2BT 5061 Aluminum 7075 Aluminum Triple Butted HB-DFA75W1
’ Bar bore: 231.8 AL.7075

T 35,\?3_“&,?” tr:‘iﬁe’d forged head, Width: 600mm*Bend:6° D.B.RISE: 25 mm *31.8*790mm
groy ! pine Size: Weight: 1659 Paint white
Length: 350. 400, 27.2mm/ 30.9mm

31.6mm*350 mm
color:

S.B. Black,Red, Blue,

Ti, Gold, Paint White

Weight: 198 g (31.6 * 300mm)
two bolt micro adjustment
827.2-¢31.6*400mm

HB-XC35

7075 Aluminum Triple Butted
Bar bore: 835

Width: 780mm*Bend:9° ~\ HB-TCR
ST-DF11-B1 ST-DF12-W1/\X/2 Weight:165g { AL 6061
6061 T6 Aluminum CNC machinum 6061 T6 Aluminum CNC machinum 26.0* 380mm--440mm
Bar Bore : 31.8 ,Dia: 28.6mm Bar Bore : 31.8 ,Dia: 28.6mm color: S.B. Anodized SILVER
EXT :40MM ,Angle : 15 EXT : 50mm,white

Black, Gold , Red, Blue, Purple
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HB-MRA75

7075 Aluminum Triple Butted
Bar bore: 231.8

Width: 660mm
Rise:20mm*Bend:6°
1 Weight:230g
ST-A14 TC-01 e HB-MFAG61P
2014 Aluminum 3D Forged, FLAT CARBON TOP CAP WITH BOLT. - Pl = o 6061 Aluminum Double Butted
Bar Bore 31.8mm,Dia:28.6 mm, W/O STAR ,-—/fjl%"& =25 Bar bore: 231.8
SP-AG1NC : ; - ISl OISR -
_ Ext:60mm/70mm/80mm/90mm W/PACO LOGO M Width: 600mm*Bend:6°
AL 6061 ,CNC Machined _ 100mm/110mm/ 120mm, R ATR POLISH S.B. Black,Red, Blue, Ti, Gold, Paint White
Length: 350. 400 H:38 mm,Angle:+6°/-6°, 7075 Aluminum Triple Butted
Weight: 28:29 (31.6mm) Weight: 1QSg (100mm) Bar bore: ¢31.8
227.2-31.6*400mm : _ _ Color: white (ST-A14W) Width: 600mm*Bend:6°
S.B. Black,Red, Blue, Ti, Gold, Paint White Weight:170g

Color: Paint White
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